
HCM

The HCM Skid Steer Drill is designed to max-
imize the utility of these popular machines. 
Manufactured with the universal mounting 
plate, the HCM fits most any model of skid 
steer.

The HCM uses either TEI’s patented drift-
ers or the RDS line of rotary heads. With 
so many options for drill heads, the HCM is 
capable of most common drilling methods. 
Grouted hollow bars, augers, coring, rock 
drilling and mud rotary are just a few of the 
applications available on the HCM.
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SPECIFICATIONS

U.S. Metric

HCM360 SYSTEM FLOW AND PRESSURE 35 gpm @ 2250 psi 132 lpm @ 155 bar

HCM360R SYSTEM FLOW AND PRESSURE 25 gpm @ 3000 psi 95 lpm @ 207 bar

HCM360 HOLE SIZE 1.375” to 3.0” 35 mm to 76 mm

HCM360R HOLE SIZE 2.75” to 8.0” 70 mm  to 203 mm

HCF6 DRILL LENGTH 9.8 ft 3.0 m

HCF6 TRAVEL 6.0 ft 1.83 m

HCF6 PULLBACK 4900 lbm 2222 kg

APPROXIMATE DRILL TOOL WEIGHT 2200 lb 997 kg
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QUALITY POLICY 
CONTINUAL IMPROVEMENT OF CUSTOMER VALUE THROUGH 

INNOVATION, EFFICIENCY AND INTEGRITY 


