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BHB 455

CC440

BREAKERS

CONCRETE CRUSHERS*

*Actual output, impact energy class (Joule)  
A variety of chisels and tools can be fitted to the breakers.

Brokk’s hydraulic breakers are the most versatile and effective 
attachments for your Brokk robot. The BHB series is optimized 
and perfectly balanced to work with Brokk demolition robots.

A concrete crusher allows you to do silent demolition with less 
noise, dust and vibration. Easy and controlled cutting of rebars is 
just one example of work for a concrete crusher. 

Jaw opening Rebars Crushing force Weight Made for

CC260 250 mm/9.8 in Ø16 mm/0.6 in 220 kN/22 t/ 
49 x 10³ lbf

82 kg/181 lbs Brokk 70

CC340 343 mm/14 in Ø30 mm/1.2 in 360 kN /37 t/ 
81 x 10³ lbf

160 kg/353 lbs Brokk 110, 120D

CC440 440 mm/17 in Ø30 mm/1.2 in 430 kN /44 t/ 
97 x 10³ lbf

265 kg/584 lbs Brokk 170

CC480 460 mm/18 in Ø30 mm/1.2 in 490 kN/50 t/ 
110 x 10³ lbf 

305 kg/672 lbs Brokk 200

CC580 565 mm/22 in Ø30 mm/1.2 in 530 kN/54 t/ 
119 x 10³ lbf

430 kg/948 lbs Brokk 300

CC700 650 mm/26 in Ø30 mm/1.2 in 680 kN/69 t/ 
153 x 10³ lbf

610 kg/1345 lbs Brokk 500, 520D, 
900

*Free rotation

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit

Hitting 
power*

Blows/min Weight Made for

BHB 55 101 J 750 – 1700 55 kg/121 lbs Brokk 70

BHB 105 159 J 750 – 2300 100 kg/220 lbs Brokk 70, 110, 120D

BHB 155 254 J 850 – 1900 140 kg/309 lbs Brokk 110, 120D, 170

BHB 205 406 J 850 – 1800 205 kg/452 lbs Brokk 170, 200

BHB 305 610 J 600 – 1400 295 kg/650 lbs Brokk 200, 300 

BHB 455 855 J 550 – 1250 410 kg/904 lbs Brokk 300, 900R

BHB 555 1048 J 650 – 1150 520 kg/1146 lbs Brokk 500, 520D

BHB 705 1472 J 600 – 1050 685 kg/1510 lbs Brokk 500, 520D

BHB 1300 3200 J 400 - 900 1250 kg/2756 lbs Brokk 900

BHB 1500 3050 J 330 – 680 1500 kg/3307 lbs Brokk 900
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MC300

HCS8SV 30C

METAL SHEARS

COMBI SHEARS

Jaw opening Cutting force Weight Made for

MC200 200 mm/7.9 in 490 kN/50 t/
110 x 10³ lbf

165 kg/364 lbs Brokk 110, 120D, 170

MC300 350mm/13.8 in 590 kN/60 t/
133 x 103 lbf

330 kg/639 lbs Brokk 200, 300

TC120 120 mm/4.8 in 660 kN/67 t/
149 x 10³ lbf

305 kg/672 lbs Brokk 200, 300

CC420S 145 mm/6 in 740 kN/75 t/
166 x 10³ lbf

300 kg/661 lbs Brokk 200, 300

CC700S 268 mm/11 in 1840 kN/188 t/
414 x 10³ lbf

695 kg/1532 lbs Brokk 500, 520D, 
900 

BMS 100 175 mm/6.9 in 647 kN/66 t/
145 x 10³ lbf

380 kg/838 lbs Brokk 200, 300

BMS 140 270 mm/10.6 in 863 kN/88 t/
194 x 10³ lbf

645 kg/1422 lbs Brokk 500, 520D

BMS 250-H 355 mm/14 in 1353 kN/138 t/
304 x 10³ lbf

1360 kg/2998 lbs Brokk 900

Opening width Cutting force Weight Made for

HCS8SV 20C 267 mm/10.5 in 144 kN/14,7 t/
32 x 10³ lbf

55 kg/121 lbs Brokk 70, 110, 120D

HCS8SV 30C 267 mm/10.5 in 267 kN/27,2 t/
60 x 10³ lbf

70 kg/154 lbs Brokk 70, 110, 120D

HCS7 357 mm/14 in 312 kN/32 t/
70 x 10³ lbf

158 kg/348 lbs Brokk 110, 120D, 170

Our wide range of metal shears allows you to cut steel of many 
different sizes, perfect in recycling applications.

Brokk combi shears offer flexibility and are designed for cutting, 
sorting, and prizing all kinds of materials. 

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit
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TE 160-180

C20 J

DRILLING EQUIPMENT*

SPLITTERS*

Length Drill diameter Drill steel 
size

Max. stroke  
lenght**

Weight Made for

TE 160-100 1910 mm/75.2 in 33 – 42mm/ 
1.3 – 1.7 in

R25 1000 mm/3.3 ft 225 kg/496 lbs Brokk 110, 120D, 
170

TE 260-180*** 2900 mm/114.2 in 42 – 52 mm/ 
1.7 – 2 in

R32 1830 mm/6 ft 415 kg/915 lbs Brokk 200, 300, 
500, 520D

TE 260-240*** 3500 mm/ 137.8 in 42 – 52 mm/ 
1.7 – 2 in 

R32 2435 mm/8 ft 432 kg/952 lbs Brokk 300, 500, 
520D

TE 326-180*** 3200 mm/126.2 in 42 – 76 mm/ 
1.7 – 3 in

R32 1830 mm/6 ft 440 kg/970 lbs Brokk 300, 500, 
520D

TE 326-240*** 3800 mm/149.8 in 42 – 76 mm/ 
1.7 – 3 in 

R32 2435 mm/8 ft 450 kg/992 lbs Brokk 300, 500, 
520D 

TE 360-240*** 3590 mm/141.3 in 42 – 76 mm/ 
1.7 – 3 in

R32 2435 mm/8 ft 644 kg/1420 Ibs Brokk 500, 520D, 
900

*Requires drainage hose, CAN cable, water or air flushing, counterweight and extra pressure in some occasions.  
  Load holding on request 
**Per stroke with open centralizer 
***Extension rod drilling on request 

Convert your Brokk robot into a small drill rig with a drilling 
attachment. Drill holes in rock, concrete, or compact soil in open or 
limited spaces. 

Break hard rocks with a light, powerful, and versatile Brokk 
splitter that comes with a built-in booster for maximum power.

Length Drill hole  
diameter

Splitting force 
theoretical

Weight Made for

C20 V 1833 mm/72 in 76 mm/3 in 14,760 kN-17,660 kN/ 
1500 t-1800 t/
3318 x 10³ lbf-
3970 x 10³ lbf

455 kg/1003 lbs Brokk 300**, 500, 
520D

C20 J 2110 mm/83 in 76 mm/3 in 14,760 kN-17,660 kN/ 
1500 t-1800 t/
3318 x 10³ lbf-
3970 x 10³ lbf

440 kg/970 lbs Brokk 300**, 500, 
520D

*Requires one extra hydraulic function 
**Requires counterweight

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit
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BDC 100

BCP 250

DRUM CUTTERS

PLANERS

Cutting depth* Cutting width Weight Made for

RT 15-40** 0-5 mm/0-0.2 in 120 mm/4.7 in 66 kg/146 lbs Brokk 70

BDC 40 0-30 mm/0-1.2 in 387 mm/15.2 in 105 kg/231 lbs Brokk 70

BDC 50*** 0-30 mm/0-1.2 in 480 mm/18.9 in 160 kg/353 lbs Brokk 110, 120D, 170

BDC 100*** 0-65 mm/0-2.6 in 610 mm/24 in 345 kg/761 lbs Brokk 200, 300, 500, 
520D, 900R

BDC 250*** 0-80 mm/0-3.1 in 680 mm/26.8 in 545 kg/1202 lbs Brokk 500, 520D, 
900

Cutting depth Stroke length Cutting width Weight Made for

BCP 215* ** *** 0-5 mm/0-0.2 in 1300 mm/51.2 in 265 mm/10.4 in 265 kg/584 lbs Brokk 110, 120D

BCP 250* *** 0-5 mm/0-0.2 in 1530 mm/60.2 in 265 mm/10.4 in 350 kg/771 lbs Brokk 200

BCP 350* *** 0-5 mm/0-0.2 in 1400 mm/55.1 in 335 mm/13.2 in 570 kg/1256 lbs Brokk 300, 500, 
520D

EX20HD* **** 0-70 mm/0-2.8 in - 200 mm/7.9 in 210 kg/463 lbs Brokk 170, 200

EX30HD* **** 0-120 mm/0-4.7 in - 300 mm/11.8 in 460 kg/1014 lbs Brokk 300, 500, 
520D

*Data depending on concrete quality 
**Cover and suction on request 
***Requires drainage hose

*Available with cover and suction 
**Extra pressure level needed 
***�Requires extra hydraulic function, drainage hose, CAN cable, counterweight in some occations 

Requires load holding. On request
****Requires drainage hose

When demolishing soft or porous materials, a drum cutter is the 
ideal attachment. Brokk drum cutters are designed for trenching, 
demolition, and concrete surfaces. 

Brokk planers remove concrete, paint, asbestos, or other layers in 
a controlled manner up to a certain depth and can also be 
equipped with a suction hose.

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit
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150 L

C03H-35

BUCKETS*

CLAMSHELL BUCKETS*

Volume Width Weight Made for

40 L 40 l/1.4 cu ft 430 mm/16.9 in 29 kg/64 lbs Brokk 70

60 L 60 l/2.1 cu ft 520 mm/20.5 in 61 kg/134 lbs Brokk 110, 120D

80 L 80 l/2.8 cu ft 690 mm/27.2 in 76 kg/168 lbs Brokk 170

150 L 150 l/5.3 cu ft 800 mm/31.5 in 120 kg/265 lbs Brokk 200

250 L 250 l/8.8 cu ft 930 mm/36.6 in 150 kg/331 lbs Brokk 300, 500, 
520D, 900R

700 L 700 l/24.7 cu ft 1050 mm/41.3 in 650 kg/1433 lbs Brokk 900

*See load and stability diagram, available on request

Turn your Brokk robot into a flexible excavator, optimal for confined 
spaces. Dig, load and sort with ease with a bucket from Brokk.

Brokk’s wide range of clamshell buckets transforms your Brokk 
robot into the perfect machine for sorting material and debris,  
as well as digging in sand and soil.

Volume Opening range Width Weight Made for

C01H-20 10 l/0.4 cu ft 429 mm/16.9 in 207 mm/8.1 in 61 kg/135 lbs Brokk 70

C02H-25 25 l/0.9 cu ft 725 mm/28.5 in 250 mm/9.8 in 110 kg/243 lbs Brokk 110, 120D

C03H-35 65 l/2.3 cu ft 880 mm/34.6 in 350 mm/13.8 in 175 kg/386 lbs Brokk 170

C05H-40 115 l/4.1 cu ft 1090 mm/42.9 in 400 mm/15.7 in 210 kg/463 lbs Brokk 200

C05HPX-40 115 l/4.1 cu ft 1110 mm/43.7 in 400 mm/15.7 in 325 kg/717 lbs Brokk 300

C05HPX-60 170 l/6.0 cu ft 1110 mm/43.7 in 600 mm/23.6 in 390 kg/860 lbs Brokk 500, 520D

C05HPX-80 300 l/10.6 cu ft 1250 mm/49.2 in 800 mm/31.5 in 580 kg/1279 lbs Brokk 900

*�See load and stability diagram, available on request 
Rotator with continuous rotation 
Requires one extra hydraulic function 
Only for material handling, not for demolition.

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit
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A06HPX-45

G32

A01H-20

MULTI PURPOSE GRAPPLES*

SORTING & DEMOLITION GRAPPLES*

Make your work even more efficient with a multi purpose grapple 
from Brokk, the ideal attachment for loading, sorting, and 
separating debris.

Sorting and demolition grapples are tailor-made and ideal for soft 
demolition and stripping structures inside of buildings, whether 
you need to prep for demolition or just handle scrap.

Jaw opening Weight Made for

G32 325 mm/12.8 in 42 kg/93 lbs Brokk 70

G50 400 mm/15.7 in 140 kg/309 lbs Brokk 110, 120D, 170

D02H-30 790 mm/31.1 in 133 kg/293 lbs Brokk 110, 120D, 170

D04H-40 1239 mm/48.8 in 232 kg/511 lbs Brokk 200

D04HPX-40 1051 mm/41.4 in 335 kg/739 lbs Brokk 300

D06HPX-45 1350 mm/53.1 in 435 kg/959 lbs Brokk 500, 520D

D09HPX-50 1550 mm/61.0 in 645 kg/1422 lbs Brokk 900

Volume Opening range Width Weight Made for

A01H-20 10 l/0.4 cu ft 429 mm/16.9 in 207 mm/8.1 in 61 kg/135 lbs Brokk 70

A02H-30 35 l/1.2 cu ft 835 mm/32.9 in 300 mm/11.8 in 152 kg/335 lbs Brokk 110, 120D, 170

A04H-40 70 l/2.5 cu ft 1233 mm/48.5 in 386 mm/15.2 in 237 kg/522 lbs Brokk 200

A04HPX-40 70 l/2.5 cu ft 1050 mm/41.3 in 386 mm/15.2 in 325 kg/717 lbs Brokk 300

A06HPX-45 145 l/5.1 cu ft 1344 mm/52.9 in 450 mm/17.7 in 430 kg/948 lbs Brokk 500, 520D

A09HPX-50 210 l/7.4 cu ft 1550 mm/61.0 in 500 mm/19.7 in 640 kg/1411 lbs Brokk 900

*�See load and stability diagram, available on request 
Requires one extra hydraulic function 
Rotator with continuous rotation

*�See load and stability diagram, available on request 
Requires one extra hydraulic function 
Rotator with continuous rotation

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit
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Brokk Beam Grapple

Brokk Shot Crete

Brokk Tap Hole Device

BEAM GRAPPLE*

SHOT CRETE*

TAP HOLE DEVICE

Jaw opening Beam weight Weight Made for

Brokk Beam 
Grapple

250 mm/9.8 in B300: 150 kg/331 lbs 
B500: 500 kg/1102 lbs 
B900: 500 kg/1102 lbs

320 kg/705 lbs Brokk 300, 500, 
520D, 900

*�Requires load holding valves with hose burst function 
Requires two extra hydraulic functions

Equipped with a beam grapple, your Brokk robot becomes an 
excellent and flexible machine for installing steel beams in tunnel 
and mining applications. 

This attachment can turn your Brokk robot into a shotcrete 
machine for confined spaces. Ideal for use in tunnels and mines. 

The chisel is equipped with flanges, specially designed for 
cleaning out tap holes in the metal processing industry.

Concrete hose (di) Spraying pressure Air pressure Weight Made for

Brokk 
Shot Crete

45 mm/1.8 in Depends on concrete 
pump

Depends on concrete 
pump

180 kg/397 lbs Brokk 200, 300, 500, 
520D, 900

Brokk Tap Hole Device  Made to order   

*�Requires two extra hydraulic functions

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit
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BCS 10

BHB 205 SAD

CUT OFF SAW*

SIDE ANGLING DEVICE*

Replace hand-held equipment with a Brokk cut off saw.  
Saw blades for many different materials are available.

Give your Brokk hydraulic breaker that extra angle for extremely 
confined spaces.

Angle Weight** Made for

BHB 105 SAD ±60° 140 kg/309 lbs Brokk 110, 120D

BHB 155 SAD ±70° 215 kg/474 lbs Brokk 170

BHB 205 SAD ±60° 330 kg/728 lbs Brokk 200, 300

BHB 305 SAD ±53° 555 kg/1224 lbs Brokk 500, 520D

Saw disk  
diameter**

Cutting depth*** Weight Made for

BCS 8 400 mm/15.7 in 170 mm/6.7 in 70 kg/154.3 lbs Brokk 70

BCS 10 400 mm/15.7 in 170 mm/6.7 in 85 kg/187.4 lbs Brokk 110, 120D

BCS 25**** 800 mm/31.5 in 270 mm/10.6 in 215 kg/474 lbs Brokk 170

BCS 40**** 1200 mm/47.2 in 470 mm/18.5 in 240 kg/529.1 lbs Brokk 200

BCS 45**** 1200 mm/47.2 in 470 mm/18.5 in 245 kg/540.1 lbs Brokk 300

BCS 65**** 1200 mm/47.2 in 470 mm/18.5 in 260 kg/573.2 lbs Brokk 500, 520D

BCS 90**** 1200 mm/47.2 in 470 mm/18.5 in 460 kg/1014.1 lbs Brokk 900

*Requires one extra hydraulic function 
**With breaker

*Requires one extra hydraulic function 
**Different saw disks available depending on material 
***With new saw disk 
****Requires drainage hose and CAN cable

Tolerances for technical data may vary 
All weights refer to attachments incl. mounting kit
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70 110 120DII 170 200 300 500 520D 900 900R

Breakers • • • • • • • • • •

Concrete Crushers • • • • • • • • •

Metal Shears • • • • • • • •

Combi Shears • • • •

Drilling equipment • • • • • • • •

Splitters      • • •   

Drum Cutters • • • • • • • • • •

Planers  • • • • • • •

Buckets • • • • • • • • • •

Clamshell Buckets • • • • • • • • •

Multi Purpose Grapples • • • • • • • • •  

Sorting and Demolition Grapples • • • • • • • • •

Beam Grapple   • • • •  

Shot Crete • • • • •

Tap Hole Device • • • • • • • • • •

Cut Off Saw • • • • • • • • •

Side Angling Device  • • • • • • •   

RANGE OF
ATTACHMENTS
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